Revox Loudspeakers

TECHNICAL DATA SHEET

REVOX

Studio Sound Quality

Scala S120

The Scala 120 not only knows how to impress visually, but also acoustically. As a 2.5-way bass reflex loudspeaker, it convinces with perfect
musical enjoyment. Our sound engineers developed a special milling process and a matching gluing and pressing technique especially for the

production of the highly complex wooden cabinet. The workmanship of the multi-stiffened Scala «

the highest level.

TECHNICAL DATA

Scala S120 - Color black

sresses with craftsmanship at

Scala $120 - Color white

Scala S120 Scala S120
Order Number 108471700 108471600
Dimensions Lx B x T (mm) 1215x 128 x 187 1215x 128 x 187
Color black white
Weight (kg) 12,0 12,0
Performance (Watt) 150 150
Impedance (ohm) 4 4
Sensitivity 88 dB/1m/1W 88 dB/1m/1W
Frequency range 40 Hz - 30 kHz 40 Hz - 30 kHz

Woofer 2 x 90 mm, aluminium 2 x 90 mm, aluminium
Midrange 2 x 90 mm, aluminium 2 x 90 mm, aluminium
Tweeter 30 mm fabric dome 30 mm fabric dome
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250 mm 250 mm

Revox Deutschland GmbH | Am Krebsgraben 15 | D-78048 Villingen-Schwenningen | Tel.: +49 7721 8704 0 | info@revox.de | www.revox.com

designed,
)))) developed and

Revox (Schweiz) AG | Eichwatt 5 | CH-8105 Regensdorf | Tel.: +41 44 871 66 11 | info@revox.ch | www.revox.com

made in Germany Revox Handels GmbH | Josef-Pirchl-StraRe 38 | AT-6370 Kitzbuihel | Tel.: +43 5356 66 299 | info@revox.at | www.revox.com
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